MATRIX

DRILLING PRODUCTS

INTRODUCING
_ the Matrix “GEO ROD”

Specifically Designed
for Vertical Heat Loop
high production
drilling applications.

GEO ROD relies on a Basic Proven Concept:
More Flow = Faster Drilling Rate = More Footage Per Shift

MORE FEET DRILLED PER SHIFT !

GEO ROD’s unique low Profile Tool Joint - Maximizing the Matrix Geothermal Drill Rod Data Table
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of fluid flow directly impacts efficiency of bit cleaning and cuttings G

removal which correlates positively with the drilling rate. 2375" x 188"
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Up to 70 percent more flow vs API Drill Pipe

3.50" x .188"

4.00" x .188"

Matrix — Engineered GEO ROD to provide strength, durability and a AT 2

long wearlife. It’s a battle tested and field proven product that you can

rely on. GEO RODs increased flow enables faster drilling rates and

more complete bore hole cleaning thus reducing reaming / re-drills.

Matrix is 2 9001 — 2008 ISO Certified Company
www.Matrixdrillingproducts.com

Lewisburg, Tennessee 931-359-6564

Rexburg, Idaho 208-356-8609

Geo Rod’s Double Start thread

means faster Make up & Breakout reducing trip time.




